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Vibra-Tite Anaerobic Threadlockers Comparison Table

Torque
Competes Approx. Break / Temp
Vibra-Tite with Viscosity ¥ Max Gap Prevail (in  Range Fixture  Specific
Part # Available Sizes  Loctite # (cP) Fill (IN) LB) Degrees F Time (I 1Y14"
222 Low Strength - Removable - Purple

11102 2 mL Bullet 900 - 1500 0.007 75/25 |-65to300(15-20 min 1.05
| 11110 10 mL Bottle 21463 | Thixotropic

11150 50 mL Bottle 21464
| 11125 250 mL Bottle

11100 1LJug

11199 100 pc Fishbowl

121 242 Medium Strength - Removable - Blue

12102 2 mL Bullet 900 - 1500 0.007 100/ 45 | - 65 to 300( 10-20 min 1.06
| 12110 10 mL Bottle 24221 | Thixotropic

12150 50 mL Bottle 24231
| 12125 250 mL Bottle 24241

12100 1LJug 24243

12199 100 pc Fishbowl

122 243 Oil Tolerant - Removable - Blue

12202 2 mL Bullet 1300 - 3000 0.015 195 /70 | -65 to 300 | 20-30 min 11
| 12210 10 mL Bottle 24077 | Thixotropic

12250 50 mL Bottle 24078
| 12225 250 mLBottle | 24079

12200 1LJug 21433

100 pc Fishbowl

Medium Strength High Temp - Blue

___

Medium Strength Gel - Removable - Blue
Gel 0.015 120 /45 | -65 to 300 20-30 min 1.1

12508 8 mL Tube

12508BC 8 mL Tube
12535 35 mL Pump
12550 50 mL Tube
12525 250 mL Tube
Permanent Strength - Red
13102 2 mL Bullet 1300-2300 0.007 | 200/ 250 -65 to 300|15-20 min 1.1
13110 10 mL Bottle 26221 Thixotropic
| 13150 50 mL Bottle 26231
13125 250 mL Bottle 26241
[ 13100 1LJug 26243
13199 100 pc Fishbowl

132 263 High Strength Primerless - Red
| 50mLBottle | 1330585 | 400600 | 0.007 [275/290| 65t0360] 5min | 1.1 |
135 Permanent Strength Gel - Red
13508 8 mL Tube Gel 200/ 100
13508BC 8 mL Tube
13535 35 mL Pump

-65 to 300 | 20-25 min
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High Streng
0.007

0.007
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0.004

S GO
| 13550 50 mL Tube
13525 250 mL Tube
ky 272 High Temp /
13750 50 mL Bottle 27240 4000-12000
| 13725 250 mL Bottle 27270
13700 1LJug 27285
140 271 High Strength - Red
14002 2 mL Bullet 400-600
| 14010 10 mL Bottle 27121
14050 50 mL Bottle 27131
| 14025 250 mL Bottle 27141
14000 1LJug 27143
14099 100 pc Fishbowl
14602 2 mL Bullet 6000-8000
14610 10 mL Bottle 21434
14650 50 mL Bottle 27731
14625 250 mL Bottle 27741
14600 1LJug 27743
Medium Stre
15002 2 mL Bullet 20-55
15010 10 mL Bottle 29021
15050 50 mL Bottle 29031
15025 250 mL Bottle 29041
15000 1LJug 29043

32520

20 gm Bottle

Ly
42540
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